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NORTH

1/8" = 1'-0"1 1ST FLOOR PLAN
NORTH

1/8" = 1'-0"2 2ND THROUGH 6TH FLOOR HVAC

NOTE:

ALL BATHROOM EXHAUST AND KITCHEN

EXHAUST DUCT RISERS SHALL BE
CLEANED PER SPECIFICATION FROM

BOTTOM FLOOR TO ROOF PENETRATION

NOTE:

ALL BATHROOM EXHAUST AND KITCHEN

EXHAUST DUCT RISERS SHALL BE
CLEANED PER SPECIFICATION FROM

BOTTOM FLOOR TO ROOF PENETRATION

KEYNOTES - REMODEL
Keynote
Number Keynote Description

# COORDINATE EXACT LOCATION OF ALL CEILING MOUNTED
GRILLES AND DIFFUSERS WITH CEILING GRID, SPRINKLER
HEADS, RECESSED LIGHTING AND ALL OTHER CEILING
MOUNTED EQUIPMENT.

1 REMOVE EXISTING GRAVITY ROOF VENTILATOR & REPLACE
WITH NEW ROOF EXHAUSTER. ELECTRICAL CONTRACTOR
TO CONNECT NEW UNIT WITH ELECTRICAL CIRCUIT.
PROVIDE 120V 20A CIRCUIT FROM NEAREST ELECTRCIAL
PANEL, FEEDER SIZE (2) #12 CONTACTORS (1) #12 NEUTRAL
(1) #12 GROUND 3/4" EMT CONDUIT. PROVIDE A TOGGLE
SWITCH DISCONNECT FOR UNIT.

2 EXISTING UNIT EXHAUST FAN TO BE REMOVED ALONG WITH
ANY VOLUME DAMPERS WITHIN DUCTWORK. PROVIDE NEW
BLADE STYLE EXHAUST GRILLE (WHITE, ALUMINUM) TO
COVER EXISTING OPENING (MECHANICAL CONTRACTOR TO
FIELD VERIFY EXISTING SIZES PRIOR TO ORDER). PROVIDE
NEW AUTOMATIC BALANCING DAMPER (GREENHECK ABD-T)
IN BRANCH EXHAUST DUCTWORK, SET TO 75 CFM. PATCH
WALL AROUND EXHAUST GRILLE AND PAINT TO MATCH
EXISTING. ELECTRICAL CONTRACTOR TO DISCONNECT UNIT
AND REMOVE EXISTING ELECTRICAL CIRCUIT BACK TO
SOURCE. TYPICAL THOUGHTOUT PROJECT.

#

No. Description Date
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RECOMMENDED ROOF OPENING 
PROVIDED BY HVAC TRADE

1/2" GALVANIZED WIRE MESH BIRDSCREEN

CONDUIT CHASE. ALL FIELD WIRING TO 
DISCONNECT BY ELECTRICAL TRADE

CENTRIFUGAL BACKWARD INCLINE FAN

FACTORY FABRICATED ROOF CURB WITH RIGID 
FIBERGLASS INSULATION. GALVANIZED STEEL 
CONSTRUCTION FURNISHED WITH ROOF EXHAUSTER.  
PROVIDED & INSTALLED BY HVAC TRADE. 
NOTE: IF STRUCTURE IS PITCHED, CURB SHALL BE 
SAME PITCH SO UNIT MOUNTS LEVEL (TYPICAL)

RECOMMENDED DAMPER AND DUCT SIZE

ROOF DECK

FLASH WATERTIGHT BY GENERAL TRADE

BACKDRAFT DAMPER

PROVIDE AIR TURNS IN ELBOWS
AT ENTRANCE TO ROOF EXHAUSTERS

FACTORY INSTALLED DISCONNECT

BELT/DIRECT DRIVE ROOF 
EXHAUSTER SEE SCHEDULE FOR 
SIZE & TYPE.

NOTE:

VS

INSTALL VARIABLE SPEED CONTROLLER IN HOUSING 
FOR BALANCING (WHERE APPLICABLE, SEE 
SCHEDULE/SPECIFICATIONS)

BD

FACTORY WIRED FROM
MOTOR TO DISCONNECT

FASTEN SECURELY TO ROOF CURB NAILER
USING CADMIUM PLATED SCREWS. PROVIDE
WASHER EMBEDDED IN CONST. SEALANT.

DRIP PAN WITH ALL
JOINTS SEALED
WATERTIGHT

INSULATE EXHAUST DUCTWORK 
CONTINUOUS FROM DISCHARGE TO 
10'-0" AWAY FROM ROOF OPENING

PROVIDE CAM 
OPERATED ACCESS 
PANEL IN DUCT FOR 
SERVICE

1"

2"

STRUCTURAL SUPPORT
STEEL AT ROOF OPENING
PROVIDED BY STRUCTURAL.
(TYPICAL)

UNIT TO MOUNT ON CURB SEALS PROVIDED WITH UNIT.

2' 4' 8' 12'0'
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KEYNOTES - REMODEL
Keynote
Number Keynote Description

# COORDINATE EXACT LOCATION OF ALL CEILING MOUNTED
GRILLES AND DIFFUSERS WITH CEILING GRID, SPRINKLER
HEADS, RECESSED LIGHTING AND ALL OTHER CEILING
MOUNTED EQUIPMENT.

1 REMOVE EXISTING GRAVITY ROOF VENTILATOR & REPLACE
WITH NEW ROOF EXHAUSTER. ELECTRICAL CONTRACTOR
TO CONNECT NEW UNIT WITH ELECTRICAL CIRCUIT.
PROVIDE 120V 20A CIRCUIT FROM NEAREST ELECTRCIAL
PANEL, FEEDER SIZE (2) #12 CONTACTORS (1) #12 NEUTRAL
(1) #12 GROUND 3/4" EMT CONDUIT. PROVIDE A TOGGLE
SWITCH DISCONNECT FOR UNIT.

2 EXISTING UNIT EXHAUST FAN TO BE REMOVED ALONG WITH
ANY VOLUME DAMPERS WITHIN DUCTWORK. PROVIDE NEW
BLADE STYLE EXHAUST GRILLE (WHITE, ALUMINUM) TO
COVER EXISTING OPENING (MECHANICAL CONTRACTOR TO
FIELD VERIFY EXISTING SIZES PRIOR TO ORDER). PROVIDE
NEW AUTOMATIC BALANCING DAMPER (GREENHECK ABD-T)
IN BRANCH EXHAUST DUCTWORK, SET TO 75 CFM. PATCH
WALL AROUND EXHAUST GRILLE AND PAINT TO MATCH
EXISTING. ELECTRICAL CONTRACTOR TO DISCONNECT UNIT
AND REMOVE EXISTING ELECTRICAL CIRCUIT BACK TO
SOURCE. TYPICAL THOUGHTOUT PROJECT.

#

NORTH

1/8" = 1'-0"1 7TH FLOOR HVAC
NORTH

1/8" = 1'-0"2 ROOF AND PENTHOUSE HVAC

NOTE:

ALL BATHROOM EXHAUST AND KITCHEN
EXHAUST DUCT RISERS SHALL BE

CLEANED PER SPECIFICATION FROM

BOTTOM FLOOR TO ROOF PENETRATION

(THIS TO INCLUDE HORIZONTAL 
DUCTWORK ON TOP FLOOR)

NOTE:

ALL BATHROOM EXHAUST AND KITCHEN
EXHAUST DUCT RISERS SHALL BE

CLEANED PER SPECIFICATION FROM

BOTTOM FLOOR TO ROOF PENETRATION

(THIS TO INCLUDE HORIZONTAL
DUCTWORK ON TOP FLOOR)

ROOF EXHAUSTER SCHEDULE

UNIT
NO. MANUFACTURER MODEL NO. SERVES

EXHAUST FAN
EXHAUST AIR
CONNECTOR

ROOF/WALL
OPENING

UNIT
WEIGHT SONES

ELECTRICAL REFERENCE
REMARKS:

1. PROVIDE INSULATED 24" ATI SOUND ATTENUATING ROOF CURB.
2. PROVIDE CURB SEALS & BIRDSCREEN.

3. PROVIDE DISCONNECT SWITCH.
4. PROVIDE FACTORY MOUNTED DIAL SPEED CONTROLLER.
5. PROVIDE FULL FAN EXHAUST SYSTEM AIR BALANCING.

6. PROVIDE ROOF CURB ADAPTER FOR EXISTING ROOF CURB (FIELD VERIFY SIZES).
7. PROVIDE GRAVITY BACKDRAFT DAMPER.

8. PROVIDE NEW TIMECLOCK FOR ALL BATHROOM FANS FOR ON/OFF BUILDING
CONTROL, LOCATE WITHIN PENTHOUSE.AIRFLOW TYPE

EXT.
STATIC
PRESS.

FAN
BRAKE
POWER

FAN
RPM

MAX
FAN
RPM

DRIVE
TYPE

MOTOR

DUCT
WIDTH

DUCT
HEIGHT LENGTH WIDTH MCA MOP VOLTAGE PHASE

DETAIL
NO. CONTROLQTY POWER

RX-1 GREENHECK G-120-VG B-2/B-2 1000 CFM DOWNBLAST 1.00 in-wg 0.27 hp 1434 1800 DIRECT 1 0.50 hp 12" 12" 14 1/2" 14 1/2" 64 lbf 11.7 8 A 15 A 120 V 1 3MEP111

RX-2 GREENHECK G-120-VG B-1/B-2 1100 CFM DOWNBLAST 1.00 in-wg 0.30 hp 1474 1800 DIRECT 1 0.50 hp 12" 12" 14 1/2" 14 1/2" 64 lbf 12.0 8 A 15 A 120 V 1 3MEP111

RX-3 GREENHECK G-120-VG B-1/B-1 1200 CFM DOWNBLAST 1.00 in-wg 0.33 hp 1516 1800 DIRECT 1 0.50 hp 12" 12" 14 1/2" 14 1/2" 64 lbf 12.4 8 A 15 A 120 V 1 3MEP111

Grand total: 6

No. Description Date

1/8" = 1'-0"3 DOWNBLAST/UPBLAST ROOF EXHAUSTER DETAIL


